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Digital Wired Conference System Digital Wired Conference System

CR-M4101

Conference system controller

Product overview System connection diagram

Intelligent digital conference system controller is an important bridge
for conference unit and PC management. Through the navigation panel
keyboard, with software conference management function, it can
realize the centralized contro lof all conference functions. With a variety
of conference mode selection (the number of speakers, speak mode),
strong extended function, DSP sound processing adopts the equalizer
module and environmental noise suppression technology.

CREATOR

Features CR-M4101 CR-M4104B CR-M4104B CR-M4104B  CR-M4104B
e Conference system controller can connect up to 128 sets of meeting Conference controller 4 | Delegate unit Delegate unit Delegate unit  Delegate unit

unit, through the expansion of the controller, a conference system

can access 1000 conference units.

CR-M4101 e Can connect up to 36 sets of translation unit and realize 11+1 kinds
of languages simultaneous interpretation function.

e With 12 channels translation audio output .

e It's connected with special 8 core aviation plug , with translators
machine interface, expansion of controller interface, the conference
unit interface.

L

: N e "Hand in hand" or "T" type connection mode.
e With audio input interface.
= = e With multiple sets of acoustic channel output. CR-M4104B  py vaso 4 P o IRt s ooy
e Speaking number limited function: discussion unit number 1/2/4/6 Delegate unit e R B by Psiscksteinit Chairman unit
E— [P s e - Sm— adjustable, chairman unit is not restricted.
® Support a variety of conference mode like FIFO, NORMAL, FREE,
@ ® APPLY.
e Audio processing using digital equalizer module and noise
processing module make the voice clear, two-way audio input two- -
way audio output connected to peripheral equipments. o i s R$-232 | AUDIO
° ° e Support for automatic camera tracking function.
e With the telephone coupler can hold remote call conference.
————1 — —_—— e e Support attendance, voting and data management function.
e The controller can be mounted on a 19 inch standard cabinet.
~ @ creator . e am B o
— o o 686000 Specifications
Parameter name CR-M4101
483 (L) XSQI‘ZYES{(H\!:!T))(:BB. 1(H) rower supply e i«
The static power consumption 10W
Maximum power dissipation 350W
Output power =110W / 24V for each interface

Atidl -— Impedance:100 @ Methods: non equilibrium
S Audio: no ANC, AFC, AGC

Impedance: 100k

" Methods: non equilibrium
Frequency response 60Hz-18kHz

The signal-to-noise ratio (S / N) > 80dB

Harmonic distortion <0.5%

A carrier distortion <1%

Crosstalk attenuation (1kHz >50dB

Weight About 6.5kg

Color Dark grey




Digital Wired Conference System Digital Wired Conference System

CR-ME4000

Conference system extension host

Product overview System connection diagram

CR-ME4000 is a conference system extension host to extend
CREATOR > connected discussion unit together with standard controller digital
conference system controller. Accessing system, single is extensible to
128 conference discussion units, while supporting multiple expansion
controller cascade. The input voltage is the exchange of 110/220V. It
has to undergo a high voltage (3500V) test to ensure compliance with
safety standards.

CR-ME4000
System extension host

CR-M4101

Features Conference controller
CR-ME4000 ® The special 8 core aviation plug connection;
e Extend connection to discussion units with conference control
controller.
e Accessing system, the single can be extended to 128 discussion CR-ME4000
. System extension host
units.
S — S ® Support 32 extended controller cascade.
) - e After high pressure (3500V) test, to ensure compliance with safety
L 100 0 O 5 standards.
e The controller adopts metal material shell, with 8000V antistatic
ability CR-M4104B CR-M4104B CR-M4104B
’ ’ ’ e The controller can be mounted on a 19 inch standard rack. 7
» i (\(b\( \ g ®s
o5 ©
_ ! <
» g QQ‘
Specifications
i . CR-M4104B CR-M4104B  CR-M4104B CR-M4102B
Parameter name CR-ME4000
— ; 2 E = : — Power supply 110V / 220VAC
The static power consumption 10W AarE] ke
ST - Maximum power dissipation 350W
(2] o Output power =110W / 24V each road
o o e 5 Weight About 6kg
Color Dark grey
Size (mm) :

483 (L) X275 (W) X88. 1 (H)




Digital Wired Conference System

Digital wired conference system

CR-M4202/04A2

Tabletop discussion & voting unit

Tabletop discussion & votion chairman unit
CR-M4202A2

Tabletop ddiscussion & voting delegate unit
CR-M4202A2

O )
e e s
p— m‘lg'éﬂ?:rlﬁ
Size (mm) :
240 (L) X143 (W) X43 (H)

www. creator1997.com.

Product overview

CR-M4202A2 is a tabletop discussion chairman unit, setting the vote,
election functions together. Using high fidelity loudspeaker makes the
sound distribution more uniform, not easy to cause squeaking,
automatically mute after opening the microphone.

CR-M4204A2 is a tabletop delegate unit with discussion and voting
function. With high fidelity loudspeaker, the sound distributes more
uniform, not easy to cause squeaking, automatically mute after
opening the microphone.The professional DSP processing makes the
speaker voice clear.

Features

® Set speaking, voting, key attendance functions together.

e Using special 8 core high density aviation connector.

Heart-shaped directivity capacitance pickup has double color

iIndicating light. Speaking as red, applying as green.

With 2 meters of cable.

The knob type plug rod.

With loudspeaker, earphone jack and a volume adjusting knob.

Chairman unit has the function of approving the speaking application

of representative.

e Chairman unit is free of the restrictions on the number of Speaking
person.

e Chairman unit has priority function of full control of the order of
meetings.

e Connection position of chairman unit is not restricted.

e Unit is a passive device, the power is supplied by system controller

and the input voltage is 24V.

e Howling inhibition function, when microphone is turned on, the
machine speaker automatically close.

e "T" type connection mode.

Specifications

Parameter name CR-M4202/04A2

Power supply The controller power supply

Unit interface 8 core Aerial line special interface
Maximum power dissipation 3W

Headphone output 8 - 320, 3.5rnm miniature socket
Power of loudspeaker 2W

Microphone type Capacitive diaphragm
Directional characteristics Heart

The signal-to-noise ratio (S / N > 80dB

Crosstalk attenuation > 80dB

Distortion <0.10%

Frequency response 60Hz - 18kHz

Equivalent noise ~20dB SPL

The maximum SPL 3% threshold

Sensitivity - 22dBv/Pa

Color Dark grey

System connection diagram

CR-M4101
Conference controller

CR-M4204A2
Delegate unit

CR-M4202A2
Chairman unit

CR-M4204A2
Delegate unit

CR-M4204A2
Delegate unit

Aerial line RS-232 B AUDIO




Digital Wired Conference System Digital Wired Conference System

CR-M4102/04B

Tabletop discussion unit

Product overview System connection diagram

CR-M4102/04B is a tabletop discussion unit. The operation is simple,
just press the speak request button to speak. Built-in speaker and
headphone jack, clear sound, a volume control knob.

CR-M4104B CR-M4104B CR-M4104B CR-M4104B
Features e ! Delegate unit Delegate unit Delegate unit Delegate unit

Conference controller
e Using special 8 core high density aviation connector.

Heart-shaped directivity capacitance pickup has double color
iIndicating light. Speaking as red, applying as green.
@ The knob plug rod.
e With loudspeaker, earphone jack and a volume adjusting knob.
e With howling suppression function, when microphone is turned on,
the native speaker automatically shut down.
e Chairman unit has priority function of full control of meeting order.
Connection position of chairman unit is not restricted.
e Unitis a passive device, the power is supplied by system and the
iInput voltage is 24V.
e With 2 meters of cable.
e "Handin hand” or “T" type connection mode.

Tabletop discussion chairman unit
CR-M4102B

Q%

' CR-M4102B
CR-M4104B CR-M4104B CR-M4104B CR-M4104B Chairman unit
Delegate unit  Delegate unit Delegate unit Delegate unit

Aerial line RS-232 B AUDIO

Specifications

Parameter name CR-M4102/04B
Power supply The controller power supply
Tabletop discussion dEIEQate unit Unit interface 8 core aerial line special interface
CR-Ma104E Maximum power dissipation 3W
Headphone output 8 - 32Q, 3.5mm miniature socket
Power of loudspeaker 2W
Microphone type Capacitive diaphragm
Directional characteristics Heart
: The signal-to-noise ratio (S /N) > 80dB
/ J} O \ Crosstalk attenuation > 80dB
iy \ Distortion <0.10%
gt Frequency response 60Hz—18kHz
Equivalent noise ~20dB SPL
The maximum SPL 3% threshold
Sensitivity - 22dBv/Pa

Color Dark grey

Size (mm) :
127 (L) X146 (W) X62 (H)

m www. creator1997.com CREATOR"




Digital Wired Conference System Digital Wired Conference System

CR-M4202/04G

Tabletop discussion unit

Product overview

System connection diagram

CR-M4202/04G is a tabletop discussion unit, using a special design to
ensure the machine is stable, durable.The delicate design can fit any

Tabletop discussion chairman unit

CR-M4202G

meeting room.

Features

@ Using special 8 core high density aviation connector.
e Heart-shaped directivity capacitance pickup has double color
indicating light. Speaking as red, applying as green.

e The knob plug rod.

e With loudspeaker, earphone jack and a volume adjusting knob.

e With howling suppression function, when microphone is turned on,
the native speaker automatically shut down.

e Chairman unit has priority function to full control meeting order.
Connection position of chairman unit is not restricted.

e Unit is a passive device, the power is supplied by system, the input

voltage is 24V.
e With 2 meters of cable.

e "T" type connection mode.

CR-M4101
Conference controller

CR-M4204G
Delegate unit

CR-M4204G
Delegate unit

CR-M4204G
Delegate unit

CR-M4204G
Delegate unit

CR-M4202G
Chairman unit

Aerial line RS-232 M AUDIO
Tabletop discussion delegate unit
CR-M4204G
Specifications
rL.JHEWH\ Parameter name CR-M4202/04G
= Power supply The controller power supply
. Unit interface 8 core aerial line special interface
Maximum power dissipation 3W
Headphone output 8-32Q, 3.5mm miniature socket
Power of loudspeaker 2W
IIIIII —— Microphone type Capacitive diaphragm
Directional characteristics Heart
The signal-to-noise ratio (S / N) > 80dB
Crosstalk attenuation > 80dB
Distortion < 0.10%
Frequency response 60Hz - 18kHz
Equivalent noise ~20dB SPL
The maximum SPL 105dB (3% threshold)
Sensitivity - 22dBv/Pa
Sy Color Black
b=165, H=64
www. creator1997.com CREATOR®




Digital Wired Conference System

Digital Wired Conference System

CR-HMP24

Power extension box

CR-HMP24

IR |

Size (mm):
280 (L) X175 (W) X53 (H)

Product overview

CR-HMP24 supplies power for the extension unit. When the controller
power supply is insufficient, it can realize the relay function. Support 1
input and output, 4 UN IT output, can be used to connect discussion
unit.

Features

e 1 power input.
e 1 UNIT input.
@ 4 UNIT output, can be used to connect discussion unit.

Specifications

Parameter name CR-HMP24
Power supply The controller power supply
Maximum power dissipation 350W

Input 1 2 meters of 8 core air line
Unit interface

Output 4 8 core aerial line head
Color Dark grey

System connection diagram

CR-HMP24

UNIT UNIT

UNIT Aerial ine B8 POWER
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Agenda control software module

Agenda control software assigns background
work like bill registration and design to related
technical personnel to edit. So you can easily
control the bill and program.
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Personnel grouping software module

Personnel grouping software can group the
personnel attending the meeting very well, and
edit the participant's number and name. It can
be used to create, edit and delete users and
some other functions.
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User management module

Can be used to create, edit and delete users
and some other functions.
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Bill editing software module

Bill editing software classifies 3 types of bill: a
vote, voting and election. According to the type
selection of the bill, you can set display mode
of bill vote process, and bill statistical results
display mode.

E e
Sehadula N3 | Conbarsnca Hime | tatus

Seat arrangement software module

Seat arrangement software can assign the
meeting people corresponding to the
discussion units. Just use the mouse to tug
names directly onto the corresponding
representative or the chairman machine.
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The key to sign software module

The general meeting requires the call sign.
Standard digital conference system can sign
through the discussion unit and software, very
convenient.

Digital conference system
management software

Attendance control software module

Attendance control software interface displays
the actual attendance, namely, the number of
people who have attended and the number of
people who have not attended.
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The meeting setting software module

The software settings software window
provides a function to freely edit the scene, so
as to set the venue size and delegates seats.

Software menu module

After the successful operation of the system
software, a menu will appear. You can enter a
series of interfaces to create and maintain the
basic meeting data, such as the agenda of
the meeting, the attendance, meeting

arrangement.
CREATOR"
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Full Digital Conference System

Full Digital Conference System

CR-DIG5201-A

Conference system controller

CR-DIG5201-A
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Size(mm):
483(L)X260(W)X43.6(H)

Product overview

CR-DIG5201-A full digital conference system controller is the core part
of the digital conference system. It sets simultaneous interpretation,
voting, microphone management, display unit, camera tracking, tea
application, internal communication, short message and other
technologies into one. It adopts 32bit high speed floating point and
DSP processing technology.

Features

e Compatible with EC 60914, GBT15381-94.

e Catde, 100M network digital audio and control signal transmission,
long distance transmission quality is not affected,;

@ Circular hand-in-hand connection function

e Built-in with high performance CPU, which sets translation,
discussion, attendance, voting, electronic plate as a whole. It
provides high speed vote, voting, information transmission, and
maximumly support 4000 conference units.

® Non compressed audio transmission, 48K sampling rate,
20Hz~20KHz bandwidth perfect sound.

e The system can open 8 microphones at the same time , 31+1
channel cable simultaneous interpretation.

e 32 bit high speed DSP floating-point processing, supports 2
channel audio at the same time, acoustic feedback suppression,
noise elimination, and digital equalization provide high sensitive and
perfect sound.

e Support PC management software, TCP/IP control, provide reliable
control and safety management.

® Support a variety of camera control protocols of PELCO-D, VISCA,
SAMSUNG, and CREATOR. With the CREATOR matrix or control, it
IS capable of automatic camera tracking.

e PC software unified management unit and intelligent fault analysis,
can analyze the meeting unit type, quantity, distribution, fault etc.

e Hot standby, the system can normally operate eventhough one of
the controllers broken down. The meeting will not be interrupted,
Instead, it can continue speech,vote and voting.

e With RCA, phoenix head, XLR head three different audio input
Interface, support the balanced and unbalanced input, support 4
audio mixer input or 3 audio mixer input and 1 remote video
conference input.

e With RCA, phoenix head, XLR head three different audio output
iInterface, support the balanced and unbalanced output, support the
conference unit partition, support 4 speaker partition output, can
effectively improve the microphone gain instead of howling, you can
configure any output interface to connect to the remote video
conference system.

e Can individually adjust line, remote video conferencing input, 4
audio output interface, the conference unit volume size, the
adjusting range is mute, 40dB to 0dB.

Specifications
The parameter name CR-DIG5201-A
Power supply 110V/220VAC
Frequency response 20Hz-20KHz
Signal-to-noise ratio >80dB
Channel crosstalk >80dB
The static power consumption <0.05%
Maximum power dissipation 150W
Static power 12W
Color Dark grey

System connection diagram

CR=—Y1013
HD Camera

et
KEYBOARD

Switch CR-DIG52032BOX

The connection box

CR-MVC6300HD r‘

CR-DIG5204B2

¥ ) Delegate unit

CR-DIG5201-A CR-DIG5204B2 g
Conference system .~ | 4P A Delegate unit 4B &

controller #/r*'

CR-DIG52032BOX
The connection box

CR-DIG52032BOX
The connection box

CR-DIG5204B2
Delegate unit

Remote video

.. conference terminal

CR-DIG5204B2
Delegate unit

CR-DIG5204B2

CR-DIG5203E3 Delegate unit

Interpreter unit

CR-DIG5202B2
Chairman unit

CR-DIG5203E3
Interpreter unit

W DV B KEYBOARD RS-232 HH AUDIO Aerial line ETHERNET

CREATOR"




Full Digital Conference System Full Digital Conference System

CR-DIG52032B0OX

Conference system connection box

Product overview System connection diagram

The CR-DIG52032B0OX connection box with extended functions and
convenient engineering application functions, and can be used In
combination with full digital conference unit.

Compu tty’f-

CR-DIG52032BOX
T The connection box

CR-DIG52032BOX

CR-DIG5204B2 The connection box

Conference controller . g e Delegate uni

Features CR-DIG5204B2

Delegate unit

CR-DIG52032BOX e “Hand in hand" type connection.

e The 8 core high density aerial line interface, nut knob type
connecting joint, make the equipment connection more stable.

e Every digital interface can be connected with 2 groups of
discussion unit.

e Through the "LINK" interface to connect the last connection box or
directly connect to the controller, the active connection box.

e Through the "NEXT" interface to connect next connecting box LINK
iInterface or conference unit.

CR-DIG52032BOX

Th nnection b
k1€ connection box

CR-DI1G5204B2
Delegate unit

CR-DIG5204B2
Delegate unit

CR-DIG5204B2
Delegate unit

CR-D:IGSZUZE;Z
Chairman unit B AUDIO Aerialline W ETHERNET

A

Specifications
The parameter name CR-DIG52032BOX
Power supply The controller power supply
Maximum power dissipation 0.9W
Unit interface Input 1 2 meters 8 core air line
Output 3 8 core aviation head

% é % Color Dark grey

Size(mm):
117(L)X52(W)X29(H)

www. creator1997.com CREATOR"




Full Digital Conference System

Full Digital Conference System

CR-DIG5202/04A2

Discussion & voting unit with LCD nameplate

Discussion & voting chairman unit
CR-DIG5202A2

Discussion & voting delegate unit
CR-DIG5204A2

r1__L _-ﬂ___h

— /:‘ ~e8iB810EA408008000080m0r Morvao

/7,7 808 8800000000060850888e- T
— I e

—

DIGITAL CONFERENCE SYSTEM

Product overview

CR-DIG5202/04A2 has built-in microphone, set a variety of techniques
like discuss and discuss management, attendance and attendance
management, voting and voting management, electronic nameplate
display, simultaneous interpretation, tea, short message, and internal
communication as a whole. Built-in hi-fi speaker can satisfy the small
venue PA demand.

Specifications

Features

@ Electronic nameplate display: 320x64LCD display, used for identity
iInformation display, support the scroll left/right screen display or a
separate display of names and positions, supports text adaptive
amplification, provides the best visual effect. Maximum support 8
Chinese characters, 16 English letters and Russian, Japanese and
other languages.

e The entire system of all namedisplay synchronized in scroll, left/
right scrolling.

e Solve the displaying problem of rare Chinese characters.

e Support PC software or plug-in IC card electronic nameplate
display.

e High speed and high bandwidth to transmit information; PC
software is capable of 1000 sets of CR- DIG5202/04A2 electronic
nameplate display content delivery in one second.

e Built-in high sensitivity microphone.

e Support the contact IC card attendance and automatic acquisition
of representatives.

e Support 31+1 simultaneous interpretation.

e Chairman unit has the priority function, can close or the speaking
units.

e Chairman unit has the function to start or end the voting.

e Chairman unit can initiate 3-key vote (for / abstentions / against), or
end the voting.

e 320x64 display provides clearly show about the number of
microphones, attendance result, voting results.

e Offer tea application, short message view, short message tone,
internal communication services.

The parameter name CR-DIG5202/04A2
Power supply The controller power supply Power of loudspeaker 2W
Frequency response 20Hz-20KHz Headphone output Earphone load >8 ohm
Signal-to-noise ratio >80dB The earphone volume 10mW
Channel crosstalk >80dB Display Control display 320x64 dot matrix (blue and white)
The microphone parameters Table display 320x64 dot matrix (blue and white)

Cartridge type Capacitive heart type single direction (TR N . <0.05%

Sensitivity -46dBV/pa Maximum power dissipation 2. 2W
Frequency response 20Hz-20KHz Unit interface 8 core aviation head
Input impedance 2.2K Color Silver

System connection diagram

CR-DIG5201-A
Conference controller ”*Tr

g L
. _’
.-.-|“".:.r e

CR-DIG5202A2
Chairman unit

CR-DIG5204A2
Delegate unit

CR-DIG52032B0OX
The connection box

CR-DIG52032B0OX
The connection box

CR-DIG5204A2
Delegate unit

CR-DIG5204A2

CR-DIG52032BOX Delegate unit

The connection box

CR-DIG5202A2
Chairman unit

CR-DIG5204A2
Delegate unit

oy " ‘___,, e Support Chinese and English. Automatically unify language with the CR-DIG5202A2
“& - g controller once power-on, support temporary modification of At i Bl AUDIO Aerialline [0 ETHERNET

language.

e Support three vote modes:

Size(mm): A) voting: agree with / abstentions / against
255.7(L)X156.3(W)X67.3(H) B) election modes checking: 1/2/3/4/5

C) response / review mode: —. —. 0. +. ++

@ You can save the identity information.

www. creator1997.com CREATOR®
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CR-DIG5202/04B2

Discussion & voting unit with VFD nameplate

Discussion & voting chairman unit
CR-DIG5202B2
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Discussion & voting delegate unit
CR-DIG5204B2

=

N

CREATOR

Product overview

CR-DIG5202/04B2 set a variety of technology like discuss and discuss
management, attendance management, attendance and voting and
voting management, electronic nameplate display, simultaneous
Interpretation, tea, short message, internal communication as a whole.
Built-in high-fidelity cylindrical loudspeakers to satisfy the small venue
PA demand.

Features

Electronic nameplate display; 256x64 dot matrix, used for identity

information display, support the scroll left/right screen display or a
separate display of names and positions, supports text adaptive
amplification, red and white, with the best visual effect. Maximum
support 8 Chinese characters, 16 English letters and Russian,
Japanese and other languages.

The entire system of all namedisplay synchronized in scroll, left/
right scrolling.

Solve the displaying problem of Chinese rare characters.

Support PC software or plug-in IC card electronic nameplate
display;

High speed and high bandwidth to transmit information; PC
software is capable of 1000 sets of CR-DIG5202/0482 electronic
nameplate display content delivery in one second.

Support the contact IC card attendance and automatic acquisition
of representatives.

Support 31+1 simultaneous interpretation.

Chairman unit has the priority function, can close or the speaking
unit.

The unit has the function to start or end a vote.

Chairman unit can initiate 3-key vote (for / abstentions / against), or
end the voting.
320x64 display provides clearly show about the number of
microphones, attendance result, voting results.

Offer tea application, short message view, short message tone,
iInternal communication services.

Support Chinese and English. Automatically unify language with
controller once power on, support temporary modification of
language.

Support three vote modes:

Specifications

The parameter name CR-DIG5202/04B2
Power supply The controller power supply or DC24V input Power of loudspeaker 2W
Frequency response 20Hz-20KHz Headphone output Earphone load >8 ohm
Signal-to-noise ratio >80dB The earphone volume 10mW
Channel crosstalk >80dB Display Control display 320x64 dot matrix (blue and white)
The microphone parameters Table display 320%x64 dot matrix (blue and white)

Cartridge type Capacitive heart type single direction T | YRR 4 G N <0.05%

Sensitivity -46dBV/pa Maximum power dissipation 7W
Frequency response 20Hz-20KHz Unit interface 8 core aviation head
Input impedance 2.2K Color charcoal grey

System connection diagram

CR-DIG5201-A
The system controller .| 4

.f-""‘- 5,

2

CR-DIG5202B2
Chairman unit

CR-DIG5204B2
Delegate unit

CR-DIG52032BOX
0N, [ he connection box

CR-DIG52032BOX

CR-DIG5204B2 g, _[he connection box

Delegate uni

CR-DIG52032B0OX
The connection box

CR-DIG5204B2
Delegate unit

CR-DIG5204B2
Delegate unit

CR-DI1G5204B2
Delegate unit

izt A) voting: agree with / abstentions / against. Bl AUDIO Aerialline [0 ETHERNET
ize(mm): : .
230.8(L)X160.1(W)X69.4(H) B) election and survey rlnodes. 1/12/3/4]5.
C) response mode / review mode: —. —. 0. +. ++
e Capacitive heart type direction microphone, with double color
iIndicating ring.
® You can save the identity information.
www. creator1997.com CREATOR®
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CR-DIG5202/04C1-S, CR-DIG5202/04C2-S,
CR-DIG5206CH-S, CR-DIG5207SP-S

Flush mounted discussion unit

Product overview

According to the application requirements of different occasions, the |l

generation embedded unit of full digital conference system can choose
to be used alone or be used in combination,beautiful appearance with
capacitive touch buttons instead..

CR-DIG5202/4C1-S is the flush mounted discussion unit.
CR-DI1G5202/4C2-S is the flush mounted voting unit.
CR-DIG5206CH-S is the flush mounted channel selection unit.
CR-DIG5207SP-S is the flush mounted speaker.

Specifications

The parameter name

CR-DIG5202/04C1-S

Power supply

Signal-to-noise ratio

Total harmonic distortion

The controller power supply

Maximum power dissipation

>80dB
<0.05%

The microphone parameters

Cartridge type

Sensitivity

Frequency response

Input impedance

1.1W

Frequency response

Capacitive heart type single direction

-46dBV/pa

20Hz-20KHz
22K

Channel crosstalk

20Hz-20KHz

Headphone output

Earphone load

The earphone volume

»>80dB

Unit interface

>8 ohm
10mW

Features

@ Chairman unit has priority function, can shut down the speaking
unit.

e Chairman unit can initiate and end attendance.

e Chairman unit can initiate 3-key vote (for / abstentions / against), or
end the voting.

Flush mounted discussion Flush mounted discussion e Capacitive touch buttons, no buttons pressing sound, long

chairman unit delegate unit operating life of the buttons, waterproof design.
CR-DIG5202C1-S CR-DIG5204C1-S . —_
® Support to use in combination.

e The loudspeaker with strong directivity, HD loud and crear noice
and the suppression of the whistles.

@ Support 31+1 simultaneous interpretation.

® Support three vote modes:
A) voting: agree with / abstentions / against.
B) election / survey modes: 1/2/3/4/5.
C) response mode / review mode: —. -+ 0. +. ++.

Flush mounted voting Flush mounted voting

chairman unit delegate unit
CR-DIG5202C2-S CR-DIG5204C2-S

Flush mounted channel selection unit  Flush mounted speaker
CR-DIG5206CH-S CR-DIG5207SP-S

Color

The parameter name

8 core aviation head

Black

CR-DIG5202/04C2-S

Power supply

Maximum power dissipation

The controller power supply

Unit interface

1.5W

Color

The parameter name

8 core aviation head

Black

CR-DIG5206CH-S

Power supply

Frequency response

The controller power supply

Signal-to-noise ratio

20Hz-20KHz

Channel crosstalk

»80dB

Total harmonic distortion

>80dB

Maximum power dissipation

<0.05%

Headphone output

Earphone load

The earphone volume

1.1W

Unit interface

>8 ohm
10mwW

Color

The parameter name

8 core aviation head

Black

CR-DIG5207SP-S

Maximum power dissipation

Color

2W

Black

www. creator1997.com
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System connection diagram Wireframe view

Computer CR-DIG52032BOX
\ The connection box %
CR-DIG5201-A g 5% o ® ® ®
. W, CR-DIG52032B0OX
Conference controller _- T . The EERRACHET BES

CR-DIG5204C2-S < = ! o = %ﬁﬂr =~ S : : T =

CR-DIG52032BOX

The connection box

CR-DIG5204C2-S

CR-DIG5204C2-S

L
: ﬁ::..-
o

CR-DIG5203E3
Interpreter unit

CR-DIG5204C2-S

CR-DIG5203E3

Interpreter unit The appearance size of the product (mm): 140(L)x60(W)X61(H) The appearance size of the product (mm): 140(L)x60(W)X61(H)
_ . Desktop hole size (mm): 137(L)x53(W Desktop hole size (mm): 137(L)x53(W
S B B BHl AUDIO Aerial line 0 ETHERNET ¥ (mm) (Lxo3(W) p (mm) (LPo3(W)
CR-DI1G5202/04C1-S CR-DI1G5202/04C2-S
CR-DIG52032B0OX

The connection box

CR-DIG5201-A Lo @ CR-DIG5204C2-S _*II_JhR-DIGSé’ZOtQZBEX
Conference controller =g ’ A EGD”" CHOI DX ® ® @ @ @ @

CR-DIG52032BOX
The connection box

CR-DIG5204C2-S

] [* ¢ T TR
) u ® L] || @ ®
CR-DIG52032BOX —asn “@: |
The connection box e .2 i E s =2 @ ® | @ ®
CR-DIG5206CH-S E l { I { ] |
@ E @ @ @ @ @
CR-DIG5206CH-S %? ] ] ]
: CR-DIG5203E3
.o Interpreter uni CR-DIG5202C2-S
, The appearance size of the product (mm): 140(L)x60(W)X61(H) The appearance size of the product (mm): 280(L)x60(W)X61(H)
CR-DIG5203E3 Desktop hole size (mm): 137(L)x53(W) Desktop hole size (mm): 277(L)x53(W)
Interpreter unit
CR-DIG5206CH-S CR-DIG5207SP-S
Flush mounted combined units
Bl AUDIO Aerial line B8N ETHERNET
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CR-CAT5202/04C1, CR-CAT5202/04C2,
CR-CAT5206CH, CR-CAT5207SP, CR-CAT5B0OX02/04

Flush mounted CAT5 discussion unit

L

g\

&

Product overview Specifications
CR-CAT5B0OX02/04 is a fully digital conference system which supports The parameter name CR-CAT5202/04C1
the aviation cable to be"hand in hand”connected. It supports to connect
maximum 2 sets fush mounted connection box with CAT5 interface. SIgNEEIo-HGIEE 0 il
CR-CAT5202/04C1 is a discussion unit match for cat5 flush mounted Total harmonic distortion <0.05%
connection box with CATS5 interface. The microphone parameters Cartridge type Capacitive heart type single direction
CR-CAT5202/04C2 is a voting unit match for flush mounted connection Sensitivity -46dBV/pa
box with CATS interface. Frequency response 20Hz-20KHz
CR-CAT5206CH is a 31+1 simultaneous interpreter unit match for flush Input impedance 2 2K
mounted connection box with CATS interface. Frequency response 20Hz-20KHz
CR-CAT5207SP is a speaker match for flush mounted connection box Unit interface CATS interface/2
with CATS interface.
Color Black
The parameter name CR-CAT5202/04C2
Features Unit interface CATS interface/2
Color Black
e Support aviation cable daisy-chain connection; Support hot-swap
function.
e The CATS connector on each flush mounted CATS connection box
supports flexible connection of 1 CR-CAT5206CH, which can be The parameter name CR-CAT5206CH
used independently and combined with other units. Frequency response 50H7-20KH >
® One flush mounted CATS connection box can support maximally 2 Signal-to-noise ratio S E80dB
sets of function units, each set of units can realize discussion,voting,
: : ; : Channel crosstalk >80dB
simultaneous interpretation, and speaker functions.
e Support signal indicator, provides connection error indication for 10181 hEgmonic gisiorton <0.05%
easier system diagnosis. Headphone output Earphone load >8 ohm
Flush mounted CAT5 discussion Flush mounted CAT5 discussion e The chairman unit has prioritized function, and can shut off the The earphone volume 10mW
C;Ij?_‘,i;\?gg OUZH(_i“,t 1 c Ig-e(ljeﬁ?'?;ez Sl;g ’ Speakir".lgl] unit. | | Unit interface CATS5 interface/1
e Capacitive buttons: no mechanic button noise, water-proof, durable, Color Black
and easy for cleaning. -
e Embed CATS seris units have the advantage of small body which
makes it can be directly installed on seat armrest and can fix in with
all kinds of meeting table. The parameter name CR-CAT5207SP
e Super-compact designed CATS connection box: convenient for Maximum power dissipation 1W
flush-mounted installation on both chair arms and desktop. Seiiar Elfacrlly
e The chairman Unit can initialize and terminate signing-in function.
e 31+1 channels simultaneous interpretation.
Flush mounted CATS voting Flush mounted CATS voting e Low power consumption: less than 1.5W power consumption for 2
Cﬁ_@;ﬂ%‘;é‘ggz c?ﬂ?ﬁ?é 5‘222 sets of units to function normally. The parameter name CR-CAT5B0OX02/04
® Support three vote modes: Sowersupply T ———
A) vOtinjg: agrea with / absteniions / against Interface type/Quantity Input 1 piece of 1.5 meters 8-core aviation line
(E;)) 163?;?;; Sf:i:;ﬁ;’ !'TS:IIZZ r:ﬁ;zl;y?_ﬁ . A Color output | 1 piece of 8-core aviation hand, CATS interface/2, 3.5mm audio interface/2
Color Dark grey
Maximum power dissipation Less than 1.5w for 2 set units

Flush mounted CAT5 Flush mounted CATS5 Flush mounted CATSH

channel selection unit speaker connection box
CR-CAT5206CH CR-CAT5207SP CR-CAT5B0OX02/04

www. creator1997.com CREATOR"
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Full Digital Conference System

System connection diagram

CR-DIG5201-A 1
Conference controller *l’ Y

:"-".:I sl

CR-CAT5204C2

CR-CAT5206CH

CR-CAT5204C1

Flush mounted combined unit

Bl AUDIO Aerialline [ ETHERNET
Wireframe view
. == —— =
O | -
(7 N
| il E
- BHB] 0 I

The appearance size of the product (mm): 133(L)x86(W)X30(H)
CR-CAT5B0OX02/04

Wireframe view

CREATOR

The appearance size of the product (mm): 80(L)x40(W)X34(H)
Desktop hole size (mm): 73(L)x33(W)

CR-CAT5202/04C1

CREATOR

© ©

The appearance size of the product (mm): 40(L)x40(W)X34(H)
Desktop hole size (mm): 33(L)x33(W)

CR-CAT5206CH

CREATOR

ABSTAIN N

The appearance size of the product (mm): 80(L)x40(W)X34(H)
Desktop hole size (mm). 73(L)x33(W)

CR-CAT5202/C2

The appearance size of the product (mm): 40(L)x40(W)X34(H)
Desktop hole size (mm): 33(L)x33(W)

CR-CAT5207SP
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CR-DIG5202/04E1, CR-DIG5202/04E2

Tabletop discussion unit Product overview Specifications

T.h(.e CR-D-GS202!O4E1 IS a tabletop discussion & voting unit of fully The parameter name CR-DIG5202/04E1
digital conference system. . I
The CR-DIG5202/04E2 is a tabletop discussion & voting unit for all- ower stpply he contialion Power SURRIY
digital conference system. It integrates with discussion and discussion Frequency response 20Hz - 20KHz
control, sign-in and sign-in control, voting and voting control. Signal-to-noise ratio >80dB

Channel crosstalk >80dB

ic di ' <0.05%

Features Total harmonic distortion 0

Maximum power dissipation 1.1W
e Chairman unit has the priority function to close all speaking unit. Display Control display Niots
e Chairman unit has the function to initiate and end attendance sign. . o

_ _ o _ _ Unit interface 8 core aviation head
e Chairman unit can initiate 3-key vote (for / abstentions / against), or
_ Color Deep grey
end the voting. S ——————

e 16charactersx2rows display provides the attendance results and

@ Support English show.

- : Power supply The controller power supply
e Capacitive touch buttons, no buttons pressing sound, long
operating life of the buttons, waterproof design. ik ke i
e Support three vote modes: Signal-to-noise ratio >80dB
A) voting: for, abstain from / against. Channel crosstalk >80dB
B) election / survey modes: 1/2/3/4/5. Total harmonic distortion <0.05%
C) response mode, evaluation methods: —. -, 0. +. ++. Maximum power dissipation 1.5W
. : . ; : . . , . e Capacitor heart type direction microphone, with double color Display Control display 16charactersx2rows (blue and white)
Tabletop discussion chairman unit Tabletop discussion & voting chairman unit indicator
CR-DIG5202E1 CR-DIG5202E?2 ' _ o _ Unit interface 8 core aviation head
e It could only listen to the original voice channel, no channel
Color Deep grey

selecting function, no loudspeaker.

System connection diagram

CR-DIG52032BOX
The connection box

Tabletop discussion delegate unit Tabletop discussion & voting delegate unit CR-DIG5201-A o
CRDIGH204ET CR-DIG5204E2 Conference controller

e - > -
- . - e o s 2 L L
b = . ©
. roy e — ____.-" gl o a ‘:'_|
i o el L e
L " I o
POy ’ L
LN o
[ 2 ...-r"'"
9 i .
u
i ’
1

CR-DIG5204E2 ~

\ Delegate u Z
\ CR-DIG5204E2

b

> \ Chairman unit \

7~
CR-DIG52032B0OX >/
The connection box /

2 CR-DIG52032BOX
- | N€ connection box

I I ~

N N
\
P

f=
e

CREATOR

CR-DIG5204E2
Delegate unit

/ CR-DIG5203E3
Translation unit

CR-DIG5202E2
Chairman unit

G

CR-DIG5203E3
Interpreter unit

CR-DIG5204E1
Delegate unit

CR-DIG5202E1 | _
Size(mm) : Size (mm) : Chairman unit Bl AUDIO Aerial line ETHERNET

215. 5(L) X132, 6(W) X47. 5(H) 215. 5(L) X132. 5(W) X47. 5(H)
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CR-DIG5205DS

VFD nameplate

Product overview System connection diagram

CR-DIG5205DS provides electronic nameplate, tea application, short
message functions.

CR-DIG52032B0OX
The connection box

Front panel

CR-DIG5201-A

R mmmuer/fi AP A CR-DIG52032BOX
he connection box

Features

e The nameplate unit: 256x64 dot matrix,used for identity information
display, support the scroll left/right screen display or a separate
display of names and positions, supports text adaptive amplification,
red and white, with the best visual effect. Maximum support 8
Chinese characters, 16 English letters and Russian, Japanese and
other languages.

e The entire system of all namedisplay synchronized in scroll, left/

CR-DIG5205DS

o

CR-DIG5205DS

CR-DIG52032B0OX
N The connection box

~ Sound

CR-DIG5205DS

e Solve the displaying problem of rare Chinese characters. Remote video S
e Support PC software and electronic nameplate display, high speed @ Interpreter unit

and high bandwidth to transmit information.
e PC software can complete the 1000 display unit content
transmission in one second.
® Short message service is provided.
@ Provide positive and negative electron plate display, convenient for
search and identification. CR-DIG5203E3
o , _ Interpreter unit
e Good compatibility: can be used alone or with any DIG series
conference unit without electronic nameplate display.

CR-DIG5205DS CR-DIG5205DS

CR-DIG5205DS

CR-DIG5205DS

B AUDIO Aerialline | ETHERNET

i Specifications
‘ |
J L _____________________________________________________________________________________________________________________________________________________________________________________________________________________________J|
/ \ The parameter name CR-DIG5205DS
1
| | Aa ' Power supply The controller power supply
Maximum power dissipation oW

& @ L

O, K Display Control display 320x64 dot matrix (blue and white)
Table display 256x64 dot matrix (red and white)

® . Unit interface 8 core aviation head

u - i Color Dark grey

Size(mm):

233.5(L)X120(W)X101(H)
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CR-Ename.SYSTEM CR-DIGS5200EXP

VFD nameplate management system Power extension box

Product overview
Product overview The CR-DIG5200EXP is an active expansion connection box providing
o - . ower and enhanced signal for the meeting units.
& Digital Conference System et Fully digital conference system VFD nameplate management software P J J
Conference management List for tea apply
@ B Conforenoe 1 [1%2. 100. 10, 100] [l e e e Is to manage CREATOR's display units. It provides the nameplate or
EIRY (1] (Ferson 1](Speaker] » _ _ | . _ _
— P10t T position display or name mixed with position display on electronic
I s s g e it nameplate. And can send short message, process tea service; it can
manage a plurality of venue. Features
e With communication status indicator, provides fault indication.
e Can be connected to 4 units, the maximum power supply is 350W.
Clear
Send short message
: CR-DIG5200EXP
Specifications T
PR RE T TRTOENID |
Impnrt||lxpnrt| | Update plr:nn| |Eu‘d IJP{{| | Brite card | | Clear card | | Read card | |5md meszage Software description The parameter name CR_DIGSZOO EXP
Current Conference: 192.168.10.100 | State: Offline http://www.creatorl997.com E
: , Power supply 110V/220VAC —
(1 Display unit venue manage control area: Maximum power dissipation — % ) ] a.i
& Supportior.multiple:site management Unit interface Input 1 2 meters 8 core air line = ) 0=
SR TN SEY 1 5 e Modify or set single or multiple venue name and position, support —
y_ _ J P | B P T PP Output 4 8 core aviation head =
three kinds of display: the name display or position display or name =
. o _ Color Dark grey - —
and position mixing display. |
e Name and position display supports a maximum of 16 bytes,
support for multiple languages.
& Digital Conference System = | = & Settlng Oﬂ: Unlt. 280 L S))(IpIZ?ém\};? )X53 H
Cantie et Sumca: K for e arly e Automatic access to online unit number or fault unit detection. (L) (W) (H)
E EP: Conference 1[192. 165. 10. 100] D - Apply state Time of apply tes | Seat number . : ) s t t- d »
1 Eﬁ;’??ﬁ;ﬁ?&iﬂm T T R P e Import and export: can import and export excel format or import ystem connection diagram
. Hji (00 Ergmdiae) name, position, seat number.
[# Conterence 1[{19Z. 165, 10, 100
e Online intelligent card writing, card clear, card read.
A POWER /
i 2 Application of tea service area: R il o
; o | POWER
& ! e Tea application processing. « ADAPTER
: Clear
: Send short meisag&
' T B CR-DIG52032B0OX
; : CR-DIG5200EXP . The connection box
I § A 3> The short message editing area:
: i : | e Short message sending.
Impnrt||lxpnrt|i | Update pu‘:nn| |Et.rd IJP{{| i ¥rite card | | Eluricu'd | | Read card | |Stnd meszage . | 5 C:'::'-:;,
 Current Conference: 1}24&&1&1{3: State: 'Drlﬂié ' i http://www.creator1997.com e | : _ > v b N
: : i el 5 CR-DIG52032BOX
! 5 i ; _ , T | S The connection box
E E E i 4) The card operation service area: ~ > CR—DIGSZDZB
) i @ = _ g7 " ) Delegate uni
1) (4) 2 ) e Magnetic card intelligent card writing, card clear, card processing. CR-DIG5201-A A lF “‘"
Conference controller N A
“' Loy CR-D | G 5 2 0 282 mqﬁ_ﬁ:_*
‘ CR-DIG52032BOX
The connection box
CR-DIG5202B2
Chairman unit
CR-DIG5202B2
Delegate unit "
CR-DIG5202B2 ki b s
Delegate unit e conneclion pox
CR-DIG5202B2
Delegate unit CR-DIG5202B2
Delegate unit B POWER Aerial line
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CR-DIGSYSTEM

Fully digital conference system management software

» Dig V4.101.1.7 con - p— P -_— a_— - — — - a— —
File[F] Host[E] Tools[T] Model Switch[U] Help[H]

Dol ¢+ B3I CHBE @ = .

Template

i

Ed BN/ 6]

2R R-R-R-R-R-R-R-R-R-R-R-R-R-R-F
= a

o

E -
=
-
B

~R-R-R-R-R-R-R-R-R-R-R-B-R-R-R~

Software overview

CR-DIG.SYSTEM Conference.System is the software which is specially developed for full digital conference system management. Engineers paid abundant
attention to the convenience of using and powerful functions during design. This software can perfectly satisfy all kinds of complicated meeting requirements
and give you a truly intelligent conference experience.

Take account of different phase of a meeting, CR-DIG.SYSTEM Conference.System can provide three meeting modes: 1.Meeting environme-nt layout (refer to
conference discussion unit layout diagram), 2. Meeti-ng edit (design meeting procedure and environment like headline, sign-in page, voting page, proposal
etc.,), 3. Meeting control (service control during meeting, such as discussion unit power on/of, manage tea appli-cation and so on).

Conference Procedure Management
Clearly sign-in and elector information, conference management can more convenient.

® Humanized display mode, achieve more brief statistical control.

Conference Environment Control
Scientific and efficient design makes control extreme simple

e It will be very easy to learn after a simple training with the
humanize-d design. The management before meeting, on meeting and
after mee-ting will be fully under control.

Blank Style1 Style2

1] LL
e g L S g 0 u! ]
l i 5,’!1"5 T o
LITL !!gl'l

Style3 Styled Styled

Conference Data Function
Make conference more convenient and efficient

e Besides providing all the conference files for all attendees, you can
also add prepared attendees’ information to the “conference data”
with a U-disk in order to react to a temporary use during meeting.

h = el ooy

Sign Voting statistics

CREATOR”

CREATOR CORPORATION(CHINA)

endorse number:0

. against number:0

Conference proposal

Projector edit

Transparent working-level

e Proposal display, projecting, sign-in, voting are all available, enjoy
your comfortable conference time.

Conference proposal Conference sign-in bar chart Conference voting pie chart

=

Conference Controller Setting
Scientific conference management method, convenient
operation, high security

e Conference controller settings include common settings and detail
settings, all the operations are also easy to learn.

Name Display Unat Information
Name | [ Position ] I Hﬂgfnsitinn ]
Microphone Settings
Conference Mode: [  FIFO || WORMAL || FREE || APPLY |
Max Active Speakers: I 1 I | 2 I | 4 I | B |
Voting Settings
V| Force Sign-in First | | Effective at the first time |V| Anonymous Voting
Voting and Sign—in Amount Settings
Yoting Person AmountType Customize ¥ | Customize 3
Sign—in Person Selection Customize ¥  Customize 3
Volume
Input: D -6 I
Output D -6 |5
Low=Volume: D 0 5
Hi gh-Volune: B 0o [2
|| Start Chairman Unit Sign-in Function | | Start Chairman Unit ¥oting Function
|| Open Display Host Version | Force Inserting Smart IC Card First
[ |Lnuﬂspenll:ar ON/OFF ' Force Inserting Smart IC Card for Downloading info
7] Tea Service
Language Settings
l Chinese ] | Eﬁﬂ“h I

Attendee’s information
Help you get a real-time knowing about attendees

e Support uploading attendees’ personal information as well as photos
(JPG, PNG). In addition, the design of card sending mode for atten-
dees’ information makes it very easy to drive card sender—just click
added attendees icon. What's more, you can check attendees list
and seat arrangement in anytime.

Notice: If you want detall information of CREATOR full digital
conference system management software, please download DIG
Software user’'s manual.pdf on our website: www.creator1997.com.

www. creator1997.com







C Full Digital Wireless Conference System Full Digital Wireless Conference System C

CR-WiFi16301

Encryption WiFi conference controller

Product overview Specifications
CR-WIiFi6301 is the new generation encryption conference controller of Parameter name CR-WIiFi6301
CREATOR, which support both wireless and wired conference.
PP FOWersupply 110V/220VAC
i T Frequency response 50H7-20KH>
"SSsEsEEEsEn - <o rati :
Slgnal to noise ratio >80dB
Channel crosstalk
>80dB
Features Total harmonic distortion
<0.05%
e Support WPA/WPA2 wireless security technology to ensure the Weximum pawer consumplion 150W
conference confidentiality, and to avoid wiretapping and malicious Static power consumption 12W
Interference. Lalor Dark grey

® The system can open up to 8 microphones at the same time, the
wireless system maximumly supports 6 microphones, 31+1 channel
wired simultaneous interpretation.

e The wired or wireless uncompressed audio transmission, 48K
sampling rate, 20H2~20KZ bandwidth perfect sound.

@ Circular hand-in-hand connection function

e Compatible with EC 60914, GBT15381-94.

e Catde, 100M network fully digital audio and control signal
transmission, the long distance transmission quality is not affected.

e Built- in high performance CPU sets translation, discussion,
attendance, voting, electronic plate as a whole, providing high

H H speed vote, voting, message transmission. It maximumly supports

0 4000 conference units.

L e 32 bit high speed DSP floating-point processing, supports 2
channel audio output simultaneously, acoustic feedback
suppression, noise elimination, and digital equalization provide high
sensitive and perfect sound.

. = [ .. e Support PC software management, TCP/IP control, provide reliable

. = = = L control and safety management. CR-WF30A

e Support a variety of camera control protocols of VISCA, PELCO-D,
SAMSUNG, CREATOR. With CREATOR matrix or control, it can
realize camera automatic tracking. And with HD automatic camera
tracking controller and HD automatic infrared camera, it can realize

CR-WIiFi6301

System connection diagram

== e [ o . o o I v O s O o O e O O = "=
® & @ & ®

CR-MVC6300HD

CR-WiFi6304B

KEYBOARD

CR-V1013

[D CREATOR . ::J]

O
‘0
E0
O
O
[]
'O
'd
(|
a
O
O

L L i) AL . Lot ] THIRLE 4 L3 T L]
{:} WA valenn COMPERENGE SYSTEW D

Size(mm) : @

483 (L) X260 (W) X43. 6 (H)

e Connect the AP, support DIG conference unit and WIFI conference CR-DIG5203E3
unit to use at the same time. Interpreter unit
e With RCA, phoenix head, XLR head three different audio input

the wired preset tracking and WiFi conference unit mobile tracking.
PC software unified management unit and intelligent fault analysis
can analyze meeting unit type, quantity, distribution, fault etc.

Interface, support the balanced and unbalanced input, support 4
audio mixer input, or 3 audio mixer input and 1 channel remote
video conference input.

With RCA, phoenix head, XLR head three different audio output
iInterface, support the balanced and unbalanced output, support the
conference unit partition, support 4 speakers partition output, it can
effectively improve the microphone gain to avoid howling, any one
output interface can be connected to the remote video conference
system.

Can individually adjust line, remote video conferencing input, 4
audio output interface, the conference unit volume size, the
adjusting range is mute, 40dB to 0dB.

"o, Xy, HD Camera

=

CR-DIG5203E3 “Sso
Interpreter unit b

CR-WiFi6301

A A R

CR-DIG5204B2

CR-WiFi6302B Delegate unit

CR-DIG5204B2
Delegate unit

)

=\ WiFi RS-232 1 DVI Bl AUDIO B RS-485/KEYBOARD Aerial line ETHERNET

CREATOR"
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CR-WiFi16302/04B

Encryption WiFi conference discussion unit

EncryptionWiFi conference discussion chairman unit
CR-WIiFi6302B

Encryption WiFi conference discussion delegate unit
CR-WIiFi6304B

Product overview

The CR-WIiFi6302/4B wireless conference unit adopts special design to
ensure the machine is stable and durable. It is easy to integrate with

any meeting room.
The built-in antenna design; each unit is built-in with high performance

battery, providing continuous speech as long as 9 hours; 13 hours of
standby time; all functions of conference unit can be completed with
the unit panel buttons; WiFi encryption transmission technique ensures
that the speech is free from unauthorized interception.

Features

e WiFi transmission technology and strictly digital protection ensure
the privacy of the meeting, to avoid malicious eavesdropping and
jamming.

e The non compressed audio transmission technology, the sampling

rate of 48K, 20H2-20KHZ bandwidth perfect sound.
e Using low delay technique, the output minimum delay from

microphone to speaker is less than dms.
e Support for PC software microphone control.
e Built in with rechargeable lithium battery, the battery support 9 hours

of continuous speech or 13 hour static standby.
e Built in magnetic loudspeaker.
e Work with the CREATOR HD camera tracking controller and HD

iInfrared automatic camera to support mobile camera tracking.
e The chairman has priority control.
e Support a variety of conference modes like FIFO, APPLY, NORMAL.

e Support the sign function.

Specifications

System connection diagram

CR-WiFi6304B

CR-WF30A

CR-WiFi6304B

CR-WiFi6302B

The parameter name CR-WiFi6302/04B
— Maximum power consumption 2. 6W
Connected component Bottom Basement for pluggable microphone |
HOLV3H9 Earphone jack 3 5mm (0.14 inches)Stereo headphone jack =\ WiFi B AUDIO ETHERNET
Power Supply B e batery group )
Flectrical Specl-!‘:lecc?l.t;::? response 20Hz~20KHz
Earphone impedance >320hm<1kOhm
Output consumption of loudspeaker 2X15mW/320hm
Wireless index Standard IEEE Draft 2.0 802.11n
Radio frequency range 4.900-5.850GHz
Transmit power 15dBm
Antenna gain 2dBi
Specifications 7 2V
Output voltage of the battery
Battery capacity 3200mAH
Continuous speech time 9 hours
Static standby time 13 hours
Longest charging time 3 hours
Color Black
Size (mm) :
=165, H=64
CREATOR"

www. creator1997.com
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CR-WFDSO06

WiFi charging box

CR-WFDSO06

Product overview

The WiFi conference system unit charging box CR-WFDSO06 is used for
charging function.To charge the 6 units at the same time, the power

Input is connected In series; fast charging, the longest charging time is
3 hours.

Features

Can charge for the 6 units.

Universal power supply.

he power input has the function of being connected Iin series.
Fast charging: the longest charging time is 3 hours.

The charging box also has the function of storage unit.

Specifications

The parameter name CR-WFDSO06

Size 497LX397WX120H (mm)
Weight About 5kg

The static power consumption 3W

Maximum power dissipation 100W

System connection diagram

POWER
AC100V-240V

POWER
BOX-1

POWER
BOX-2

POWER
BOX-4

POWER
BOX-3

B POWER
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CR-WF30A

Access point

Product overview System connection diagram

CR-WF30 wireless access point is a router for wireless network.
The wireless access point is used for communication connection
netween the wireless conference unit and network control controller,
oroviding convenient, flexible and reliable conference environment
nased on wireless network.

CR-WiFi6304B CR-WiFi6304B

Features

e Enterprise-level wireless AP, signal strength of every connected WiFi
discussion unit can be checked

e WiFi signal transmission using WPA/WPAZ2 digital encryption
technology ensures the conference confidentiality and avoids
eavesdropping and malicious interference.

e With a RJ45 interface, itcan be connected to the CR-WIiFi6201
controller or switch interface. Connecting cable recommended the
use of high quality CATS crosss cable.

e With a 4 road 3.5mm interface, can be connected to the CR-
WIiFi16201 controller, providing 1 balanced audio and control signal
iInput.

® Inthe open area, in the case of weak interference, the circular signal
coverage area can reach a radius of 30 meters and the general
coverage area can reach a radius of 25 meters.

e According to IEEE802.1 1n WIFI network standard.

e The three antenna design makes the data transmission more stable.

e Multiple 5GHz frequency bands to be selected.

CR-WF30A

CR-WiFi6304B

Specifications CR-WiFi6302B

The parameter name CR-WF30A

Pl N

Maximum power consumption owv.... NN YYD

LN 1 B r1 . n I | Network standards I[EEE Draft 2.0 802.11n

=l @ o
® ® .

The network interface 10/100Base-T 2 WiFi B AUDIO B ETHERNET
Radio frequency range >GHz

oy . S (Chinese standard: 5.725GHz t0 5.85GHz)

00,0yt 4 0 0505011

$g§g§g$ %ﬁ%@%ﬁ% Data transfer rate A maximum of 300 Mbps

1] I
Transmit power 802.11N:17dBm
Antenna 2.4G:3dBi, 5G:5dBi
i ! In the AP sigal
[ e @ @ I _ . . n the sigal range,
r = The connection unit number single AP connect up to 50
In the open area, in the case of weak
iInterference, the circular signal coverage
o Signal coverage area area can reach a radius of 30 meters and
= the general coverage area can reach a
e radius of 25 meters
- T —yT—— PS— o
Size(mm): Working temperature 0°C 40C

324(L)X203.7(W)X43.6(H)

www. creator1997.com CREATOR®
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Infrared Simultaneous Interpretation System

Infrared Simultaneous Interpretation System

CR-IR3000A

16 channels digital infrared transmitting controller

Product overview

CR-IR3000A series digital infrared transmitting controller is the core of
digital infrared voice distribution system.

The HD audio signals are depressed and decoded. Full digital DOPSK
modulation and transmission. System can transmit 16 channel langua-
ges at the same time. The infrared transmitting controller can be insta-
lled in the standard 19 inch cabinet, easy storage and preservation.

Features

In accordance with IEC 61603-7 and IEC 60914.

With the digital DQPSK modulation technology.

High-speed DSP processing.

The high frequency (2-6MHz, IEC61603 BAND lv), is not affected

by the high frequency driving light interference.

e Input level indication function, controller front panel LED lamp can
display the input state of the corresponding channel.

e With 16 channel external audio input.

e Support connecting the DIG conferencing system, 16 road digital

CR-IR3000A

audio input.
e With 16 audio outputs, can be used to monitor or connect cassette
| ¢ recording.
000000 e With 4 signal output interface (BNC), is used for connecting the
HHHHHHHHH% radiation panel.
: e The power inputis 100V-240V, 50-60Hz. It has to undergo a high
- voltage (3500V) test, to ensure compliance with safety standards.
T e The controller shell made of metal materials, line and the shell
S strengthened with wire connection, ensure the capability of antistatic
Z 8000V.
(=] CREATOR =)
I J Specifications
The parameter name CR-IR3000A
483 (L) )S(Izz%( I(T\}U?X:BB. 1(H) e ey [DOV240VAC
Maximum power dissipation 5W
Carrier frequency 2M-6MHz (BANDA4 band)
The output signal amplitude 2V/-VPP
Maximum input frequency range 4\/-VPP

Mount on 19 inch rack or put on

Install the desktop; machine feet capable
of loading and unloading, convenient
for desktop use

Weight About 6KG

Color Dark grey

System connection diagram

CR-M4101

CR-M4102B
CR-IR3000A oy . Chairman unit

CR-M4104B
Delegate unit

CR-M4104B
Delegate unit

CR-M4104B
Delegate unit

Cassette recorder

CR-M4104B
Delegate unit

B AUDIO Aerial line M (RG-58) Coaxial cable

CR-DIG52032B0OX
The connection box

CR-IR3000A

¢ &
cfﬂ .

CR-DIG52032B0OX
The connection box

& CR-DIG5204B2
CR-DIG5201-A & N kit

CR-DIG5204B2
Delegate unit

CR-DIG5204B2

CR-DIG5203E3 Delegate unit

Interpreter unit

CR-DIG5202B2
CR-DIG5203E3 Chairman unit Aerialline . ETHERNET

CREATOR"”

Interpreter unit
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CR-IR3001

High performance infrared radiation panel

Product overview System connection diagram

Infrared radiation panel is the infrared radiation device with large
power, for receiving carrier signal of infrared emission controller, and
emit the carrier signal by the infrared. Support hand in hand, can
simultaneously connect 30 radiant panels.

N CR-DIG52032B0OX
The connection box

CR-IR3000A Y
A So
f”ﬁ -
N
. N
Features ™
T
CR-IR3001 e Super launch capability, the distance can reach 76 meters. N CR-DIG52032BOX

. o ", The connection box
e Cable delay compensation; compensate the circuit delay.

e High performance infrared emission, the same emission intensity,
power consumption is only half the peers. e
e Standby function: When radiation panel does not pick up the signal,
or the controller has no signal output, radiation panel standby, the

CR-DIG5204B2

A Delegate unit

CR-DIG5201-A
fiiice conirofler /("’

)

CR-DIG5204B2

111wy standby power consumption is only 3W. .
T ——————-.. B e | Pefugpits sl
o SRR 1111 P — e Half emission intensity function: to reduce the signal power,

i convenient for small environment. 2

R | ] e The arc structure, big angle, wide coverage. CR.DIGE203EA CR-DIG5204B2
e Can achieve multiple radiation unit series in "hand in hand" Translation unit Uplegate-unit
u - . approach;
e Half value emission angle: + 25. -
: : i CR-DIG5202B2
;: @ nght WElght and durable. ?Z—Iillgt?fr?iﬁﬁ 2 PR i i Aerial line ETHERNET
=
g ']

jannangaannona

japaooopaoooonn |

= [0000000a000n00 *|

f'\v . ¢ (QUBEARNAERRIL = . @
= pnooooonooonoannooad0000DORODDADN00n0sno00RRO0GOGRNED &
.= U0000onacnnooOunAOOORAUNARADOBDNRGBNARELD  — . gem .
S, g, Specifications
Size (mm) : The parameter name CR-IR3001
453 (L) X230 (W) X208 (H
(L (W) (H) Power supply 100V-240VAC
The static power consumption 3W
Maximum power dissipation 36W
_ Impedance: 10kQ

RF input Range: 100mV - 3V
The maximum covered distance /6m
Automatic switch threshold voltage 100mV RF signal
Weight About 7KG
Color Dark grey




Infrared Simultaneous Interpretation System Infrared Simultaneous Interpretation System

CR-IR3002A-8/16

8/16 channels infrared receiver

Product overview System connection diagram

Using the latest electronic technology and special chip, guarantee the
best performance and the longest battery life. Ergonomic design
infrared receiver can receive the infrared signal well. With channel
selection function and volume adjustment function.

CR-DIG52032B0OX
The connection box

CR-IR3000A

Features

e In accordance with IEC 61603-7 and IEC 60914.
e Be compatible with the use of With the IEC 61603-7 protocols like
Bosch.
e Full digital DQPSK demodulation technology.
e The high frequency (2-6MHz, IEC61603 BAND |V), is not affected
by the high frequency driving light interference.
e Button type channel selection, can receive 8/16 audio channels.
1 e Status indication of channel number of large screen LCD display,
battery power and signal.
\i e Be free to adjust the volume size.
] ] e No noise. When the signal is too low, the signal is automatically
mute, ensure that users receive only high quality signal.
| /\ = @ Appearance design is exquisite, wear-resistant, the receiver can be
m (/ﬁ\ hung on the chest, also can be placed in the pocket of a jacket,

: / flexible and convenient use.

el “ ISl e Without the seat limit, representatives can arbitrarily walk in the ‘f,i;?;?jﬁf SE?
signal transmission range.

e In the effective range of the infrared radiation, increasing the

\\ - l | f/ number of receiving unit is not restricted.
2 | |
\

CR-DIG52032B0OX
The connection box

CR-IR3002A

CR-DIG5204B2
Delegate unit

CR-DIG5204B2
Delegate unit

CR-DIG5204B2

CR-DIG5203E3 :
Delegate unit

Interpreter unit

CR-DIG5202B2 |
Chairman unit Aerialline = ETHERNET

J
)

L

DIGITAL IR RECEIVER

e If the receiver can not receive the signal for 5 minutes, the
earphones shuts off automatically after being pluged .

—)
voL, — “‘*»——f’/ voL. +

—HO,

Specifications
CREATOR
The parameter name CR-IR3002A
D Power supply EL#{’L{FSr{']ecgargeable lithium battery,
. m
&% = EL"/’” Receiving frequency 2M-6MHz
Total harmonic distortion <1%
/l( ’\ Frequency response 20Hz-10KHz(standard)
HH F1 20Hz-10KHz(hifi audio)
L - 'J The maximum signal-to-noise ratio >80dB
Maximum power dissipation 80mw
Size (mm) : Weight (including battery) 2509
60 (L) X176 (W) X30 (H) Weight (without battery) 2254

www. creator1997.com . CREATOR®
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CR-M4103E3

Interpreter unit

CR-M4103E3

P

=) 2 = S °
o
Size (mm) :

290 (L) X128 (W) X86. 6 (H)

www. creator1997.com

Product overview

CR-M4103E3 is a interpreter unit with clear distinction of functions. It
has a simple, intuitive appearance. It enjoies powerful function for
carring out 1 1+1 multilingual simultaneous translation, direct
translation and indirect translation at the same time. The CREATOR
original audio high frequency increase and compensation technology
provides clear sound compensation, venue space effect compensation,
and pure audio restoration.

Features

e Listening and speaking with headphones.
Jsing special 8 core high density aviation connector.
Heart-shaped directive capacitance pickup; with double color
indicating light; Speaking as red, applying as green.

With 2 meters of connection cable.

The knob type plug rod.

With loudspeaker, earphone jack and a volume adjusting knob.
The system controller can maximumly connect to 36 translation
units for11+1 languages simultaneous interpretation (including the

original channel).

e With indirect translation and direct translation function.
Translation units can consist of two (or more) interpreter system.
e Corresponding relationship between language and channel can be

set by setting mode.
With help application function.
With cough relieving function.
The translation unit can be set as monitor unit.
With two groups of microphone and earphone interface.
Unit is a passive device; the power is supplied by system
controller; the input voltage is 24V.

Specifications

CR-M4103E3
The controller power supply or DC12V

The parameter name

Power supply

Unit interface Aviation 8P special interface

Power consumption 2W

Headphone output 8~32Q), 3.5mm micro socket
Power of loudspeaker 2W

Microphone type Capacitive diaphragm
Directional characteristics Heart

The signal-to-noise ratio (S / N) > 80dB

Crosstalk attenuation > 80dB

Distortion <1%

Frequency response 60Hz—18kHz

Equivalent noise ~20dB SPL
The maximum SPL 105dB (3% threshold )

Sensitivity 22dBv/Pa
Color Dark grey

System connection diagram

CR-M4101

CR-M4103E3
Interpreter unit

CR-M4102B
Chairman unit

CR-M4103E3
Interpreter unit

CR-M4104B
Delegate unit

Bl AUDIO

CR-M4104B
Delegate unit

Aerial line

RS-232
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CR-DIG5203E3

Full digital interpreter unit

Product overview

CR-DIG5203E3 is a fully functional translation unit. It can
simultaneously realize 31+1 language simultaneous translation, direct
translation and indirect translation functions.

Features

Digital audio technology, built-in high-speed DSP processing.

20Hz-20KHz perfect sound.

Blue 320x64 LCD screen.

Heart-shaped directivity capacitance pickup, with double color
indicating light, speaking as red.

e With 2 meters of cable.
e The knob type plug rod.
e With loudspeaker, earphone jack and a volume adjusting knob.
e With indirect translation and direct translation functions.
e Internal communication.
e Short message.
e Tea application.
e With the cough relieving function.
e Can be set as the operator.
CR-DIG5203E3 e With two groups of the headset microphone and earphone
Interfaces.
e The speaker and the headset’'s volume should be regulated alone.
e Support the headset microphone and plug rod microphone.
e The volume size indication function.
e Input channel shortcuts.
e Output channel shortcuts.
® The timing function.
e Translation unit number almost unlimited.
Specifications
The parameter name CR-DIG5203E3
Power supply The controller power supply or DC24V input
8D Frequency response 20Hz-20KHz
B Signal-to-noise ratio >80dB
Channel crosstalk >80dB
Total harmonic distortion <0.05%
Maximum power dissipation 1.8W

The microphone  Cartridge type Capacitive heart type single direction
parameters

e N Sensitivity ~ -46dBV/pa
g k FI'EI'.:']I.JIEI'H':yr response 20Hz-20KHz

Input impedance 2.2K

Power of loudspeaker 2W
290 (L) iifZEB(TV\IB))EBB_ 6 (H) Headphone output Earphone load >8 ohm
The earphone volume 10mW
Display Control display 320764 dot matrix (blue white)
Unit interface 8 core aviation head
Color Dark grey

www. creator1997.com

System connection diagram

CR-DI1G52032B0OX
The connection box

CR-DIG52032BOX

CR-DIG5201-A sy - CR-DIG5204B2 The connection box

Delegate unit

CR-DIG5204B2
. Delegate unit

CR-DIG52032B0OX
The connection box

CR-DIG5204B2
Delegate unit

Remote video

conference terminal

CR-DIG5204B2
Delegate unit

CR-DIG5203E3
Interpreter unit

CR-DIG5204B2
Delegate unit

CR-DIG5203E3
Interpreter unit

CR-DIG5202B2
Chairman unit

B AUDIO Aerialline | ETHERNET
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CR-DS40A

The infrared receiving unit charging box

Product overview System connection diagram

The charging box of digital infrared receiver can not only be used for
charging, also can be used for storing the infrared receiver. Specially
designed, when the receiver is stored in a charging box, moving or
shaking box will not affect receiver.

Put CR-IR3002A into the charging box, if the indicating lamp of N
charging seat is red, means CR-IR3002A is charging. If indicator light
IS green, represents the battery is sufficient or contact is not good.

When charging the charging indicator light is red (more than 8 hours), POWER

, ; : ; AC100V-240V
check the contact of receiver contact piece and the charging seat is
good. Full of electric charging indicator light should be green.

POWER
CR-DS40A BOX-1
POWER

Features
POWER

BOX-2 N POWER

Capable of charging 40 receivers.

Universal power supply.

The power input is connected In series.

Fast charging: the longest charging time is 5 hours.

The charging box also has the function of storing receiver.

Specifications

The parameter name CR-DS40A

Power supply 100V-240VAC

Size 4941 X395WX112H (mm)
Weight About 5kg

Maximum power dissipation 100W

The static power consumption 17W (No receiver charging)




CREATOR

SYSTEM MONITOR

e DED SELECTIUN—-——j

g —

N | |
1

|

B T e W
K N § L
<4 3

MENU ENTER

VIDEO IN

R - o
VIDEO OUT (,( > & 2
DVI 3 i\

I E B0 - 30AE RISK OF
RS-485 CONFERENCE SYSTEM

KEYBOARD" RS-422/RS-232 CONTROI

R+R- L T+ T-

m ‘1 + = - + L .
a ‘D |II|l = II‘ i"‘ -----
- & L
— e A Eeeorscoyem i



The Conference Peripheral Products

The Conference Peripheral Products

CR-MVC6300HD

HD auto-tracking camera controller

CREATOR

CR-MVC6300HD

% l—T—u O O0—0 or—m o oo oo IE'; !Ij 4%];[;
i m
Ja0n) 000
Al il
HlAket BAAtd
e il
HORNAE JAAEG
i il
HURNAE IS

= GREATOR | — — @)
Size (mm) :

483 (L) x260 (W) x43. 6 (H)

Product overview

CR-MVC6300HD auto-tracking camera controller can support both
traditional preset position camera tracking as well as new infrared
located tracking function. It has a built-in 4*1 matrix switcher to process
different signals and with the function of image freezing. Besides, it can
support cascade and can make good control of several cameras at the
same time.

Features

e 2 SDI/HD input, 2 SDI/3G input, 2 DVI inputs, 1 DVI output.

e 4*Tmatrix switcher, maximum supported output resolution is
1080P@60Hz, DVI input has long distance balanced driving
function. DVI input cable should be less than 35 meters.

Seamless switching, no jitter, no blank screen.

Adjustable image freezing function ( freezing time from 1 to 6
seconds, freezing time can not be less than 1 second or freezing
function would be turned off).

RS485 port supports PELCO-P, PELCO-D, SUMSUNG protocol.
RS232/RS422 port supports VISCA protocol.

Support devices cascade to meet the need of more than 4 signals
to be switched.

e Keyboard connector supports PELCO-P, PELCO-D, SAMSUNG
protocols, and can realize temporary camera tracking position
adjustment.

Specifications

Parameter name CR-MVC6300HD

Signal format/quantity DVI-D/2
Connector DVI-D
Pixel bandwidth 165MHz
Impedance Differential 100Q
E 800X600@60Hz; 1024X768@60HZ;
. 1280X720@60Hz; 1280X800@60Hz;
= | 1280X1024@60Hz; 1366X768@60Hz;
=1 Support resolution 1400X1050@60Hz; 1440X900@60Hz;
1600X900@60Hz; 1600X1200@60Hz;
1680X1050@60Hz; 1920X1080@60HZz
Transmission distance =35m
Signal format/quantity SDI/2
Connector BNC female connectors
Pixel bandwidth 165MHz
2 , 270 Mbps SDI. 1.485 Gbps HD-SDI
= | Videotormat and 2.97 Gbps 3G-SDI
=
= 1280X720@50Hz; 1280X720@60Hz;
™ | Support resolution 1920X1080@25Hz; 1920X1080@30Hz;
1920X1080@50Hz; 1920X1080@60Hz
o . 3G-SDI=100m, recommend certified SDI
Transmission distance professional wire like Belden 1694A

Specifications
Parameter name CR-MVC6300HD

Signal format/quantity DVI-D/1

w, Connector DVI-D

DS Pixel bandwidth 165MHz

.E'- T m— 800X600@60Hz; 1024X768@60Hz; 1280X720@60Hz; 1280X800@60Hz; 1280X1024@60Hz; 1366X768@60HZz;

= 1400X1050@60Hz; 1440X900@60Hz; 1600X900@60Hz; 1600X1200@60Hz; 1680X1050@60Hz; 1920X1080@60HZz
Transmission distance =7/Mm

O RS-422/RS-232 5 bits 3.8mm phoenix connector, RS-422:1=RX+,2=RX-,3=GND,4=TX+,5=TX- RS-232:1=RX,3=GND 4=TX

%,_ Keyboard control 3 bits 3.8mm phoenix connector, RS-485:1=TX+,2=GND,3=TX-

= RJ45 connector 100M TCP/TP protocol

System connection diagram

KEYBOARD
CR-WF30A :

CR-MVC6300HD ] o
Camera tracking controller t%#‘l‘r

.. CR-WiFi6301

L

DVD

CR-V1013
HD camera

=

2 / %)} CR-V1013

< CR-DIG52032BOX — HD camera
The connection bg

CR-DIG5203E3 CR-V1013
CR_QIGSZDZB‘? Interpreter unit HD camera »
Chairman unit P
__ CR-V1013 "=,
CR-D1G5204B2 HD camera
Delegate unit
B KEYBOARD RS-232 B AUDIO VIDEO ETHERNET Aerial line

cReaTorR® IR
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CR-IRC30

High infrared auto-tracking camera
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Size (mm) :
280 (L) x222 (W) x167 (H)

Product overview

The HD IR auto-tracking camera supports IR localization
tracking, which can work with the WIiFi63 series products to
realize WiFi conference system units’ auto-tracking. It has built-in
high definition camera and being integrated with a 18-times
zooming optical lens. The level and vertical rotation structure
have also been integrated within this product. The 1/2.8" HD
CMOS image sensor has 2 million effective pixels, which can
output up to 1080p @50/60Hz (DVI-D) image. It can be installed
onto the ceiling and the desktop, which is a ideal choice for video
conference system, remote education, medical facilities, church,
and court.

Features

e Support IR localization auto-tracking: working with the WiFi63 series
products to realize WiFi conference system units’ auto-tracking.

e Working with CR-MVC6300HD to realize network control.

e Strong image analyze power under low-light circumstance,
especially fit for poor lighting applications.

e Maximally supported resolution: 1920*1080; output frame frequency
up to 60/50 Fps, which ensures the image fluidity while remaining
high image quality.

e The S/N of the camera can directly affect the image compression
encoding effectiveness of the HD video conference system terminal.
This product applies both 2D and 3D noise reduction algorithm that’s
based on movement estimation, and is integrated with the new
generation low-noise sensor from USA to effectively reduce the
noise.

e Unique Iridix exposure dynamic control algorism that's based on
human eye’'s model has been applied in this camera to bring
evenness and a clear sense of layers to the images. The sensor
supports WDR, which can clearly capture all objects even under
strong light and darkness contrast environment.

e 18 times optic zooming.

e Abundant interfaces: providing DVI interface (including YPbPr,

HDMI, and VGA), HD-SDI interfaces.
e IR remote signal pass-through: this camera can also receive user’s

video conference system terminal’s IR remote signal, besides its
own IR remote signal.

Specifications

The parameter name

CR-IRC30

Video output interface

DVI(YPbPr. HDMI. VGA)

Image Sensor

1/2.8 inch Exmor CMOS

The sensor pixel

2.14 million pixels

The focal length of the lens

f4. 7mm~94mm, F1.6 ~F3.5

Horizontal rotation speed range 0:1° = 160° Is
Vertical rotating speed range 0.1° = 120" /s
Reversed installation Support
Preset position number 256

Focus mode

Auto, Manual, PTZ triggering, one-button triggering

Control interface

RS-232, RS-422, RS-485

Electronic shutter(Second)

1/30(25)~1/60000

Control protocols

VISCA, Pelco-D, Pelco-P

White balance

Backlight compensation

Signal to noise ratio

Horizontal view angle

(Gain

The horizontal rotation range

Vertical rotation range

System connection diagram

CR-WIiFi6304B

Auto/Indoor/Outdoor/Manual/ IRlocalizationicanera res
One-button trigger/Auto-tracking The power adapter DC12V~2A
Support Max power consumption <15W
>50dB Working temperature 0°C~40°C
95.4" ~2.9° Storage temperature -20°C~60°C
0dB RJ45 interface 100M TCP/TP protocol
+170° Color Silver grey
-30°~+90°

KEYBOARD

CR-IRC20

Switch

gl 4
. A -

' _; CR-IRC20
_ﬂ;:f"‘"’ IR camera

| . A IR camera
i ﬂa- i ~
A CR-IRC20
I'§E§_ _,.;1;'"'#____ IR camera
%%g *" et
CR-IRC20
IR camera
Sound
Bl KEYBOARD RS-232 Bl AUDIO VIDEQ mEl ETHERNET
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CR-V1013

HD camera

Product overview Specifications
The CR-V1013 is a high resolution camera, integrated with a 20x Batamater oo CR-V1013
optical zoom lens, a horizontal and vertical rotating mechanism, and a
. _ _ _ Min. object distance 10mm~1000mm Pan Speed 0.1°~160°/s
1/2.8 "HD CMOS image sensor which has 2140000 effective pixels and .
_ L _ _ The image sensor 1/2.8 inch Exmor CMOS Tilt Speed 0.1° =120% /s
its output resolution is up to 1080P 50/60Hz; It can be installed in the .
e . . . . Sensor pixel 2140000 pixel Min. lllumination 0.5lux (color), 0. 1lux(B/W)
ceiling or on table; It is an ideal choice for video conference, remote
. . The focal length of the lens f4.7mm ~94mm, F1.6 ~F3.5 Preset Number 256
education, medical, church, court, efc.
Focus mode Auto, Manual, PTZ trigger, One push trigger Menu Yes
Electronic shutter 1/30(25)~1/60000 Control Interface RS-232. RS-422. RS-485
White balance B AIOOE, ORApLian, mATUN, Protocol VISCA. Pelco-D. Pelco-P
Backlight compensation Auto, Manual, Shutter Priority, Iris Priority Image flip Yes
S/N =50dB Power DC12V~2A
Horizontal view angle ST Sl Power Consumption <15W
Gain Auto, Manual Operating Temperature 0°C~407C
Function characteristics The horizontal rotation range ¢ [ 4 i Storage Temperature -20°C~60°C
_ _ The vertical view angle - 30 ~4+80" Color Grey
® 1/2.8 inch Exmor CMOS sensor, 2.2 megapixel.
® Supports full resolution up to1080P@60Hz and SD video formats.
® Simultaneous outputs of HD and SD videos.
. I E— System connection diagram
® 20x optical zoom, 12x digital zoom.
® HD video interfaces: HD-SDI, DVI-I.
CR-V1013 | N o - o
® Precise driving system with high reliability and precision.
® Support VISCA , Daisy chain and Pelco protocols..
® With IR remote controller.
® Desktop/Ceiling/ Wall/Pendant mount optional. > LCD displayer
Infrared rernnt controller
CR-DIG5201-A 7
Conference control Igfrf--i'*‘_ g
" \ VEXTD-101I DVI/35 CR-DIG52032BOX
- Connection box
HD camera
Specifications

CR-DIG52032B0OX
Connection box

Parameter name CR-V1013

DVI-I(can be changed into DVI-D. HDMI.
video outputinterface YPbPr. VGA). HD-SDI. CVBS

CR-DIG5204B2
Delegate unit

720P@25Hz; 720P@30Hz;
720P@50Hz; 720P@60Hz;
Supported resolution 1080i@50Hz; 1080i@60Hz;
1080P@25Hz; 1080P@30Hz;
1080P@50Hz; 1080P@60Hz;

Loudspeaker
CR-DIG5204B2 CR-DIG5204B2

. ' Del t it
Optical zoom 20x Delegate unit elegate uni
Digital zoom 12x
CR-DIG5204B2
Chairman unit
_rﬁ\ IR R&$-232 B AUDIO . DV Airial line
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CR-M-MIRROR

Mini business meeting wireless screen-mirroring sender

Product overview System connection diagram

The CR-M-MIRROR is a highly integrated, easy-to-use special
purpose meeting screen-mirroring sender.

Featu res Q T Electronic projection screen

@ Support screen-mirroring for two PCs at the same time. l
e Support H264 encoding and decoding, which is the currently most
popular network video compressing algorism, and can lower the

transmission bandwidth.
e Added WiFi router, will support WiFi connection and wired

CR-M-MIRROR connection.
® Support left-half screen, right-half screen and full screen modes.
e Highly integrated, easy to carry and use.
CR-M-MIRROP
Switch
= =
Specifications
W WiFi [l HDM " ETHERNET
; ) | E I ) The parameter name CR-M-MIRROR
| | " | | —_— RJ-45 female interface, 10/100M
self-adaptive LAN interface;
HDMI Interface 1920x1080@60_ 36bit
- CREATOR Lol §EP1.o0H
ZE MiNi MIRROR 5 | Power consumption Fully Loaded<15W
3 s
I - 100VAC~240VAC, 50/60Hz, international
21 Power Supply .
| 8% | | self-adaptive power supply
E :
2 S 2 Weight 0.16KG
= - -
Size (mm) :
133 (L) x86 (W) x30 (H)

www. creator1997.com CREATOR
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CR-DSP100

Multi-functional digital sound effect processor

CR-DSP100
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Size (mm) :
430(L)x230 (W) x44 (H)

Product overview

The CR-DSP100 is a digital sound effect processor which
supports different types of microphones, and HDMI| audio
embedding & de-embedding etc.

Features

e Professional digital multi-sound channels processing system that

adopts 64-bit high performance float point calculation DSP, ) -2

AD/DA 96KHZ sampling rate, and 118dB dynamic range has been

used; support decoding function.

® Audio Video HDMI input, Video and DSP processed audio HDMI output,
which can perfectly solve the analog audio interference and distortion
problems.

® Microphone: 15 bands PEQ and LowShelf\High Shelf, Max 24dB Xover;
NoiseGate, Limiter, and 3 levels high performance feedback suppressor
functions are supported.

® Reverb: real room mixing mathematical mode, professional algorism
structure engine.

® MainOut: 15 bands PEQ and LowShelf\High Shelf, Max 24dB Xover;
NoiseGate, Limiter, and 3 levels high performance feedback suppressor
functions are supported.

® Subwoofer: 5 bands PEQ and LowShelf\High Shelf, Max 48dB Xover;
subwoofer working mode switching, Delay, Mute, various adjustable
volume, and Limiters are supported.

@ Center: 7 bands PEQ and LowShelf\High Shelf, Max 12dB Xover;
subwoofer working mode switching, Delay, Mute, various adjustable
volume, and Limiters are supported.

® Surround: 7 bands PEQ and LowShelf\High Shelf, Max 12dB Xover;
subwoofer working mode switching, Delay, Mute, various adjustable
volume, and Limiters are supported.

® RS-232 interface: professional graphic PC management software: all
parameters can be adjusted and modified according to the field

conditions.

The parameter name

System connection diagram

CR-DSP100

Frequency Response

+0.5dB 20Hz ~20kHz

Dynamic Range

Distortion

Remote

RS232 Interface

USB Interface

>102dB 20Hz~20kHz(no weighting)

<0.02% @1kHz, +15dBm

1 way IR remote control, 1 way line remote control

9 PIN female serial port socket

straight and square type USB socket

Power

Fuse

Power Consumption

Display

supplying AC 110~250V/50Hz

F1A/250VAC

20W

16x1 high brightness VFD Screen/20X2 LCD Screen

Color

Black

System connection diagram

CR-PGMIII

‘f"’i

CR-WIiFi G7S

CR-DSP100

_.l---ri i

@ |
S

<

Blu-ray player

2 WiFi

CR-M4101

Mic

Display

o

o
i
= 0,
-

Amplifier

Bl AUuDIO B HDMI

-t CR-M4104B
~¢ﬂj Delegate unit

-
-

N
.

Loudspeaker

RS-232

CR-M4104B
Delegate unit

] ETHERNET
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CT-10
T connector

CT-30

Pop-up meeting socket

CR-P2
Headphones

HL-002/005/010/020/050/100
2/5/10/20/50/100meters high density extended air line

The conference desktop socket

CT-20

CREATOR

CT-50
8 core airline plug

8 core airline plug male seat

CR-P4
Headphones

8 core airline plug bus socket

T 2/5 meters high density extended air line

HT-002/005

8 core airline male seat

8 core airline base

8 core airline male seat

T type line

CR-M5KL415
415mm digital conference audio tube

CR-W6KL215B
215mm digital conference audio tube

CR-C200
The digital ID display unit identification card

CR-AZZJ
Ceiling mounted camera embedded mounting bracket

CR-PS36
The digital ID display adapter

CR-WR200
The digital ID display unit reader

The IC card setting software
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CR-M5KL480/650
480mm/650mm digital conference audio tube

Custom-made

www. creator1997.com




